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these wastes can cause short-term health ef-
fects, such as diarrhea, cramps, nausea,
headaches, or other symptoms. They may
pose a special health risk for infants, young
children, some of the elderly, and people
with severely compromised immune systems.

(3) Health effects language to be used
when public notice is initiated due to a
failure to conduct routine monitoring
or routine disinfection and flushing in
accordance with paragraph (a)(2) of
this section; or when there is a failure
to conduct repeat or follow-up sam-
pling in accordance with paragraph
(a)(4) of this section; or in accordance
with paragraph (a)(6) of this section,
when the air carrier becomes aware of
a non-E. coli-positive event that is the
result of water that was boarded from
a watering point not in accordance
with FDA regulations (21 CFR part
1240, subpart E), or that does not meet
NPDWRs applicable to transient non-
community water systems, or that is
otherwise determined to be unsafe due
to non-compliance with the procedures
specified in §141.804(b)(6):

Because [REQUIRED MONITORING AND
ANALYSIS WAS NOT CONDUCTED], [RE-
QUIRED DISINFECTION AND FLUSHING
WAS NOT CONDUCTED] [WATER WAS
BOARDED FROM A WATERING POINT NOT
IN ACCORDANCE WITH FDA REGULA-
TIONS (21 CR 1240 SUBPART E)], or [OTHER
APPROPRIATE EXPLANATION], we cannot
be sure of the quality of the drinking water
at this time. However, drinking water con-
taminated with human pathogens can cause
short-term health effects, such as diarrhea,
cramps, nausea, headaches, or other symp-
toms. They may pose a special health risk
for infants, young children, some of the el-
derly, and people with severely compromised
immune systems.

(4) Health effects language to be used
when public notice is initiated due to a
failure to conduct required follow-up
monitoring in response to a sample re-
sult that is E. coli-positive in accord-
ance with paragraph (a)(3) of this sec-
tion; or in accordance with paragraph
(a)(b) of this section, when the air car-
rier becomes aware of an E. coli-posi-
tive event that is the result of water
that was boarded from a watering point
not in accordance with FDA regula-
tions (21 CFR part 1240, subpart E), or
that does not meet NPDWRs applicable
to transient non-community water sys-
tems, or that is otherwise determined
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to be unsafe due to non-compliance
with the procedures specified in
§141.804(b)(6):

Because required follow-up monitoring and
analysis was not conducted after the aircraft
water system tested positive for E. coli, we
cannot be sure of the quality of the drinking
water at this time. E. coli are bacteria whose
presence indicates that the water may be
contaminated with human or animal wastes.
Microbes in these wastes can cause short-
term health effects, such as diarrhea,
cramps, nausea, headaches, or other symp-
toms. They may pose a special health risk
for infants, young children, some of the el-
derly, and people with severely compromised
immune systems.

OR

Water was boarded that is contaminated
with E. coli because [WATER WAS
BOARDED FROM A WATERING POINT NOT
IN ACCORDANCE WITH FDA REGULA-
TIONS (21 CR 1240 SUBPART E)], or [OTHER
APPROPRIATE EXPLANATION]. E. coli are
bacteria whose presence indicates that the
water may be contaminated with human or
animal wastes. Microbes in these wastes can
cause short-term health effects, such as diar-
rhea, cramps, nausea, headaches, or other
symptoms. They may pose a special health
risk for infants, young children, some of the
elderly, and people with severely com-
promised immune systems.

§141.806 Reporting requirements.

(a) The air carrier must comply with
the following requirements regarding
reporting of the development of the
coliform sampling plan, the operations
and maintenance plan, and the dis-
infection and flushing and coliform
sampling frequencies.

(1) The air carrier must report to the
Administrator that it has developed
the coliform sampling plan required by
§141.802, which covers each existing air-
craft water system, as well as report
the frequency for routine coliform
sampling identified in the coliform
sampling plan by April 19, 2011. The air
carrier must report to the Adminis-
trator that it has developed its oper-
ations and maintenance plan required
by §141.804 and report the frequency for
routine disinfection and flushing by
April 19, 2011;

(2) For each new aircraft meeting the
definition of an aircraft water system,
which becomes operational after publi-
cation of this subpart, the air carrier
must report to the Administrator that
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it has developed the coliform sampling
plan required by §141.802, as well as re-
port the frequency for routine coliform
sampling identified in the coliform
sampling plan, within the first cal-
endar quarter of initial operation of
the aircraft. The air carrier must re-
port to the Administrator that it has
developed the aircraft water system op-
erations and maintenance plan re-
quired by §141.804, and report the fre-
quency for routine disinfection and
flushing within the first calendar quar-
ter of initial operation of the aircraft.

(b) The air carrier must report the
following information to the Adminis-
trator:

(1) A complete inventory of aircraft
that are public water systems by April
19, 2011. Inventory information in-
cludes, at a minimum, the following:

(i) The unique aircraft identifier
number;

(i1) The status (active or inactive) of
any aircraft as an aircraft water sys-
tem as defined in §141.801;

(iii) The type and location of any
supplemental treatment equipment in-
stalled on the water system; and

(iv) Whether the aircraft water sys-
tem can be physically disconnected or
shut-off, or the flow of water prevented
through the tap(s).

(2) Changes in aircraft inventory no
later than 10 days following the cal-
endar month in which the change oc-
curred. Changes in inventory informa-
tion include, at a minimum, the fol-
lowing:

(i) Change in the unique identifier
number for any new aircraft, or any
aircraft removed from the -carrier’s
fleet;

(ii) Change in status (active or inac-
tive) of any aircraft as an aircraft
water system as defined in §141.801; and

(iii) Change to the type and location
of any supplemental treatment equip-
ment added to or removed from the
water system.

(iv) Change to whether the aircraft
water system can be physically discon-
nected or shut-off, or the flow of water
prevented through the tap(s).

(3) All sampling results no later than
10 calendar days following the moni-
toring period in which the sampling oc-
curred. The monitoring period is based
on the monitoring frequency identified
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in the coliform sampling plan required
under §141.802. Routine disinfection
and flushing events must be reported
no later than 10 calendar days fol-
lowing the disinfection and flushing pe-
riod in which the disinfection and
flushing occurred. The disinfection and
flushing period is based on the fre-
quency identified in the operations and
maintenance plan required under
§141.804.

(4) All events requiring notification
to passengers or crew, or non-routine
disinfection and flushing, or non-rou-
tine sampling, within 10 days of the
event (e.g., notification of positive
sample result by laboratory), including
information on whether required noti-
fication was provided to passengers or
crew or both.

(5) Failure to comply with the moni-
toring or disinfection and flushing re-
quirements of this subpart within 10
calendar days of discovery of the fail-
ure.

(6) Changes in disinfection and flush-
ing and coliform sampling frequencies
no later than 10 days following the cal-
endar month in which the change oc-
curred. Changes to an aircraft’s routine
coliform sampling frequency and rou-
tine disinfection and flushing fre-
quency must be included in the aircraft
water system operation and mainte-
nance plan that is included in the air
carrier operations and maintenance
program accepted by FAA in accord-
ance with §141.804.

(c) The air carrier must provide evi-
dence of a self-inspection to the Ad-
ministrator within 90 days of comple-
tion of the self-inspection required
under §141.808(b), including reporting
whether all deficiencies were addressed
in accordance with §141.808(c). The air
carrier must also report to the Admin-
istrator within 90 days that any defi-
ciency identified during a compliance
audit conducted in accordance with
§141.808(a) has been addressed. If any
deficiency has not been addressed with-
in 90 days of identification of the defi-
ciency, the report must also include a
description of the deficiency, an expla-
nation as to why it has not yet been
addressed, and a schedule for address-
ing it as expeditiously as possible.

(d) All information required to be re-
ported to the Administrator under this
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subpart must be in an electronic for-
mat established or approved by the Ad-
ministrator. If an air carrier is unable
to report electronically, the air carrier
may use an alternative approach that
the Administrator approves.

§141.807

(a) The air carrier must keep records
of bacteriological analyses for at least
5 years and must include the following
information:

(1) The date, time, and place of sam-
pling, and the name of the person who
collected the sample;

(2) Identification of the sample as a
routine, repeat, follow-up, or other spe-
cial purpose sample;

(3) Date of the analysis;

(4) Laboratory and person responsible
for performing the analysis;

(5) The analytical technique/method
used; and

(6) The results of the analysis.

(b) The air carrier must keep records
of any disinfection and flushing for at
least b years and must include the fol-
lowing information:

(1) The date and time of the disinfec-
tion and flushing; and

(2) The type of disinfection and flush-
ing (i.e., routine or corrective action).

(c) The air carrier must keep records
of a self-inspection for at least 10 years
and must include the following infor-
mation:

(1) The completion date of the self-in-
spection; and

(2) Copies of any written reports,
summaries, or communications related
to the self-inspection.

(d) The air carrier must maintain
sampling plans and make such plans
available for review by the Adminis-
trator upon request, including during
compliance audits.

(e) The air carrier must maintain air-
craft water system operations and
maintenance plans in accordance with
FAA requirements, and make such
plans available for review by the Ad-
ministrator upon request, including
during compliance audits.

(f) The air carrier must keep copies
of public notices to passengers and
crew issued as required by this subpart
for at least 3 years after issuance.

Recordkeeping requirements.
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§141.808 Audits and inspections.

(a) The Administrator may conduct
routine compliance audits as deemed
necessary in providing regulatory over-
sight to ensure proper implementation
of the requirements in this subpart.
Compliance audits may include, but
are not limited to:

(1) Bacteriological sampling of air-
craft water system;

(2) Reviews and audits of records as
they pertain to water system oper-
ations and maintenance such as log en-
tries, disinfection and flushing proce-
dures, and sampling results; and

(3) Observation of procedures involv-
ing the handling of finished water, wa-
tering point selection, boarding of
water, operation, disinfection and
flushing, and general maintenance and
self-inspections of aircraft water sys-
tem.

(b) Air carriers or their representa-
tives must perform a self-inspection of
all water system components for each
aircraft water system no less fre-
quently than once every 5 years.

(c) The air carrier must address any
deficiency identified during compliance
audits or routine self-inspections with-
in 90 days of identification of the defi-
ciency, or where such deficiency is
identified during extended or heavy
maintenance, before the aircraft is put
back into service. This includes any de-
ficiency in the water system’s design,
construction, operation, maintenance,
or administration, as well as any fail-
ure or malfunction of any system com-
ponent that has the potential to cause
an unacceptable risk to health or that
could affect the reliable delivery of
safe drinking water.

§141.809 Supplemental treatment.

(a) Any supplemental drinking water
treatment units installed onboard ex-
isting or new aircraft must be accept-
able to FAA and FDA; and must be in-
stalled, operated, and maintained in
accordance with the manufacturer’s
plans and specifications and FAA re-
quirements.

(b) Water supplemental treatment
and production equipment must
produce water that meets the stand-
ards prescribed in this part.

652



		Superintendent of Documents
	2012-08-31T08:58:46-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




